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Austria ‐ Compost [1] 4 150 400 500 4 100 1000
Belgium ‐ Compost [1] 1 70 90 120 0.7 20 280
Denmark ‐ Compost [1] 1.2 120 1.2 45
France ‐ Compost [1] 8 800 8 200
Germany ‐ Compost [1] 1.5 100 100 150 1 50 400
Spain ‐ Compost [1] 40 750 1750 1200 25 400 4000
Italy ‐ Compost [2] 1.5 230 140 1.5 100 500
USA ‐ Biosolid [1] 75 85 4300 840 57 420 7500
Italy ‐ soil law 
(residential) [3]
20 2 20 150 120 100 1 120 150
Italy ‐ soil law 
(industrial) [3]
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Char from Digestate 0‐1 0‐1 2‐3 35‐48 630‐749 54‐108 11‐18 23‐39 680‐906
Char from Dewatered 
Sludge
4‐5 0‐1 1‐2 25‐29
317‐
1340
40‐50 ‐ 16‐21 794‐992
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The resulting chars have:
• ash content between 18 and 79 %
• C content between 10 and 46 %
• N content between 2 and 7 %
• P, Mg, Na, K and Ca content of several g/kg
• Pb, Cd, Ni, Zn, Cu, Hg, Cr, As and Co content of the order of mg/kg
• The HTC process tends to concentrate P, Mg and Ca and reduce K and Na 
content in the hydrochar in respect to the initial dry sludge.
Acknowledgement
Financial support from Atzwanger s.p.a. is greatly acknowledged
UNIVERSITY of 
TRENTO
THANKS YOU FOR YOUR 
ATTENTION
